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For thinning most oil
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Ideal for cleaning
equipment after use
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Xylene Thinners

Dilution of Paint:

Rustins Xylene Thinners is suitable for dilution of Rustins Damp Seal and
Rustins High Heat Paint. It may also be used as a diluent for most oil-based
paints. An addition of 10-15% is recommended. For certain types of spray
equipment this may need to be increased but it is advisable to test first.
Cleaning of Equipment:

Rustins Xylene Thinners or Rustins Brush Cleaner can be used to clean
brushes and other equipment that has been used with Rustins Damp Seal
and High Heat Paint. Remove as much product as possible from the brush or
other application equipment prior to cleaning Pour a small amount of the
thinners into a jar or tin and work into the brush or roller. Press the brush
down to ensure the thinners cleans away paint that has worked its way up
to the stock.

IMPORTANT: For equipment where the paint has dried hard, Rustins Brush
Restorer is recommended for cleaning.

Storage: Store in a cool dry place with lid tightly closed.

Flammable liquid and vapour.

Harmful in contact with skin or if inhaled.

Causes skin irritation. Causes serious eye
irritation.Do not breathe vapours. May cause
respiratory irritation. May cause damage to

organs through prolonged or repeated

exposure. Harmful to aquatic life with WARNING
long lasting effects. Keep out of reach of

children. Keep away from heat, hot

surfaces, sparks, open flames and other

ignition sources. No smoking. Do not breathe
dust/fume/gas/mist/vapours/spray. Use only

outdoors or in a well-ventilated area. IF ON SKIN (or
hair): Take off immediately all contaminated

clothing. Rinse skin with water. IF INHALED: Remove
person to fresh air and keep comfortable for
breathing. Store in a well-ventilated place. Keep
container tightly closed.

UFI: RDM4-40A8-G00D-3CA6

Please refer to Product Data Sheet for full information at www.rustins.co.uk
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For information on Rustins’ products visit our website at
www.rustins.co.uk or contact us at Rustins Ltd, Waterloo Road,
London, NW2 7TX United Kingdom rustins@rustins.co.uk
Telephone: +44 (0)20 8450 4666

ROI: Excellence Ltd, 43 Grange Parade, Dublin D13 Y860 Ireland.
Tel: +353 1 - 832 3300




